
Outdoor P4.81 product parameters

module
Model No. P4.81
Pixel structure 1R1G1B
Pixel Pitch(mm) 4.81

Cabinet

LED Type 1921
Module Dimension(W*H)(mm) 250*250
Module 
Resolutiori(W*H)(Pixel)

52*52

Pixel 
Resolution(pixel/m2)

43264

Scan Mode(S) 1/13

Cabinet Dimension
500*1000

(W*H)(mm)(W * H)(mm)

Cabinet Resolution
104*104

(W*H)(Pixel)(W * H)
Cabinet Material Die-cast aluminum

Maintenance method

Post-installation

post-maintenance

Cabinet Weight(Kg) 7.5

Drive mode
Drive mode: constant

current drive

Display

Best Viewing Distance(m) 4

Brightness(nits)) 4500-5000
Ingress 
Protection(Front/Rear)

IP65

Viewing Angle ≥140:≥120
Color Temperature 3200-12000
Gray Scale 14-16bit
Max Powor 
Consumption(W/m2)

≥800

Average Power Consumption 
(W/m2)30 / 5000(W /m2)

300

Refrosh Rate(Hz) 1920-3840
Service Access Rear

Operating Temperature -20~80℃
Operating Humidity 10%~95%RH

Input Voltage AC110-220V±15% 47-64HZ

MTBF(Hours) ≥10000

Life Time(Hours) ≥100000


